
EDGAR POZZETTO

SCHIENALE
Struttura interna in acciaio;
Struttura interna in acciaio; L’imbottitura 
in poliuretano “flessibile” stampato a 
freddo, autoestinguente, privo di CFC/
HCFC, con ODP=0
(Ozone Depletion Potential), non 
contribuisce alla riduzione dello strato 
di ozono atmosferico ed è stampata in 
poliuretano Classe 1-IM, con densità 
65 ± 5 g/l (kg/m3).Schiumato ad alta 
fonoassorbenza.
Fianco integrato e richiudibile tramite 
cerniere metalliche.

SEDILE
Dotato di sistema di ribaltamento per 
chiusura dello stesso. Struttura interna 
in acciaio;
L’imbottitura in poliuretano “flessibile” 
stampato a freddo, autoestinguente, 
privo di CFC/HCFC, con ODP=0
(Ozone Depletion Potential), non 
contribuisce alla riduzione dello strato 
di ozono atmosferico ed è stampata in 
poliuretano Classe 1-IM, con densità 
65 ± 5 g/l (kg/m3). Schiumato ad alta 
fonoassorbenza.

RUOTE/PIEDINI
Per garantire una stabilità ottimale, la 
seduta è dotata di ruote piroettanti Ø30 
disposte sul retro della struttura e piedini 
fissi in polipropilene disposti in prossimità 
dell’estremità dei fianchi richiudibili.

ACCESSORI

TAVOLETTA SCRITTOIO
Disponibile come optional tavoletta 
scrittoio antipanico in polipropilene dotata 
di snodo metallico.

GANCI DI COLLEGAMENTO SEDUTE
Disponibili come optional ganci metallici di 
collegamento e allineamento.

TESSUTI 
Il pozzetto può essere rivestito con 
tessuti in diverse tipologie, colorazioni 
e categorie presenti nelle cartelle 
rivestimenti LTFORM.
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DIMENSIONI / SIZE

CERTIFICAZIONI / CERTIFICATIONS

* Su richiesta omologazione 1IM in categoria “C” con supplemento 5%
* Available on request with 1IM approval in category “C” with 5% surcharge

BACKREST
Internal structure in steel. Upholstered 
in “flexible” cold-moulded polyurethane, 
self-extinguishing, CFC/HCFC-free, with 
ODP=0 
(Ozone Depletion Potential), so does not 
contribute to depletion of the ozone layer, 
and moulded in Class 1-IM polyurethane, 
with density 65 ± 5 g/l (kg/m3). Highly 
sound absorbing foam. 
Side integrated and closable by means of 
metal hinges..

SEAT
Equipped with a tilting system for closing. 
Internal structure in steel; 
Upholstered in “flexible” cold-moulded 
polyurethane, self-extinguishing, CFC/
HCFC-free, with ODP=0 (Ozone Depletion 
Potential), so does not contribute 
to depletion of the ozone layer, and 
moulded in Class 1-IM polyurethane, with 
density 65 ± 5 g/l (kg/m3). High sound 
absorbency foam.

CASTORS/FEET
To ensure optimal stability, the seat is 
fitted with Ø30 castors at the back of the 
structure and fixed polypropylene feet 
fitted near the ends of the closable sides.

OPTIONS

WRITING TABLET
Optional writing tablet in polypropylene 
with metal joint and anti-panic 
mechanism.

SEAT CONNECTION HOOKS
Available with optional metal linking 
device for connecting and alignment.

FABRICS 
Structure can be upholstered with fabrics 
in different types, colours and categories 
as detailed in the LT Form upholstery 
charts.

SEDIA ATTESA WAITING AREA CHAIR



HAG

Coppia aggancio
-Ganci metallici collegamento, verniciati 
neri.

Pair of connecting devices 
-Metal connection hooks, painted black.

Tavoletta scrittoio
- Con snodo metallico antipanico 
- In Polipropilene

Writing tablet 
-With anti-panic metal joint
-In Polypropylene

TV
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